
Thanks for choosing our LCDEV Load Correction Device product.

Please read this installation guide before installation of the product. Failure to do so could result in electric shock, fire or other injuries that could 
be hazardous or even fatal. 

This product has no user serviceable parts. If any part is damaged, disconnect from mains and discontinue use.

This product must be installed by a licensed electrician in accordance with all the requirements of AS/NZS 3000 (current edition) and other relevant
Standards and Regulations.

Important! The LCDEV leads are not double insulated. Install with adequate electrical insulation or in a suitable enclosure to meet the relevant wiring 
regulations. When installing, make certain that the LCDEV does not operate outside its rated temperature.

Electricity MUST be disconnected prior to installation. Failure to do so may result in serious injury and or loss of life.

Indoor use only. Not suitable for damp or explosive environments.

Complies to Australian Standards IEC 61347-2-11; AS/NZS 61347-2-11:2003; AS/NZS CISPR15:2011 

Installation Instructions

Product Code: LCDEV

LOAD CORRECTION DEVICE
HANECO LOAD CORRECTION DEVICE INSTALLATION GUIDE

For more information
www.haneco.com.au
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Technical Specifications

Dimmer Types: Phase Cut Trailing Edge, Leading Edge, Universal 

Suitable Loads: Dimmable CFL/dimmable LED with electronic control

Supply: 220-240V AC 50Hz

Input Power: 1W

Input Current : 0.07A

Operating Temp: -20ºc to 50ºc

Connection Diagram
• The load correction device has two non-polarised fly leads, with stranded conductors.
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