
Low glare micro prisms
MATRIX LG (Low Glare) Sensor is a 
lighting solution that supports 
UGR<19 and provides excellent 
illumination levels and uniformity 
whilst reducing power consumption 
with the use of an occupancy sensor. 
This panel is perfect for classrooms 
and office spaces because of its 
precision micro prismatic diffuser, 
which reduces glare.
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KEY INFORMATION 
Power 25 W
Lumen Output 3449/ 3568 / 3473 lm
Mounting Type Metric T-Bar Ceiling Grid
Dimming Type Non-Dimmable
Fascia Colour White
IP Rating IP20
Operating Ambient 
Temp. -10 to 45°C

Connection Type DC Connector 
Driver Remote
Warranty 5 yrs

PHOTOMETRIC
Efficacy 129/ 136 / 129 lm/W
CCT 4000 / 5000 / 6000 K
CRI > 80
SDCM < 5
UGR < 19
Beam Angle 90°
Flicker-Free Yes
Projected Lifespan >54,000hrs @ Ta 25°C (L80)
ELECTRICAL
Input Voltage 220-240Vac, 50/60Hz
Driver Output Voltage Not applicable
Driver Output Current 700 mA
Power Factor > 0.9
Electrical Classification Class II
Surge Protection Overload / Short Circuit

OTHERS
Body Material Aluminium
Diffuser Material Polycarbonate (Opal)
Rebate Scheme 
Approvals
Weight
Dimensions 1195 x 295  x 34 mm

Showrooms, Offices, Boardroom / 
Meeting Rooms, Function Areas, 
Education Facilities, Storage Rooms, 
Medical Facilities

APPLICATIONS

DIMENSION DIAGRAMS


