HANECO LIGHTING LED PANEL INSTALLATION GUIDE

MATRIX'® Tritone LED Panel

Thank you for choosing Haneco MATRIX LG CCT Switchable Tritone LED Panel with intellisensor.
We strongly recommend that you read this manual carefully before installation.

This installation guide is suitable for MTRX0312-25-LG-S model.

WARNING
Installation must be carried out by a licenced electrician and in accordance
with these instructions and relevant Australian standards and local regulations.
Ensure input voltage conforms within product specifications.
Ensure wires are securely connected.
Before switching on, ensure all wires are correctly connected.
The warranty is void if product is not installed according to the instructions.
The external flexible cable or cord of this luminaire cannot be replaced;
if the cord is damaged, the luminaire shall be destroyed

Note: Product technical information and specification may change over time without prior
notice. For latest information, please contact our customer service or visit our website
www.haneco.com.au

Product Specifications

model size Watts ccT Luminous flux +10% UGR IP Rating | Inputvoltage | LED type CRI
4000K
. 220-240Vac
MTRX0312-25-LG-S 1195*295 25W 5000K 3473-3568LM <19 1P20 50/60Hz SMD2835 | >80
6000K

Installation Instructions

1. Take out the false ceiling 2. Wiring driver and all 3. Fix the panel light into
block that are identical size other neccesary right place, Power on.
as panel light. accessories.
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HANECO LIGHTING LED PANEL INSTALLATION GUIDE

Tritone LED Panel

MATRIX"®

Sensor Specifications

7.5-12V DC
5.8GHz+75MHz

5V PWM(Gradual change)
Max 5m/360°

Max 3.6m

15m indoor, no backlight

Power supply

HF System

Dim control output
Detection radius/angle
Mounting height
Remote range

Humidity Max. 95% RH
Temperature -40°C ~70°C
A WARNING

NOTE: Warm up time is 15 seconds. After the sensor connects input power first time, the light
will keep on 15seconds, then go to dimming to work normally.

NOTE: Factory Default Setting: 100% sensitivity, Hold on time: 30seconds, Daylight sensor is
L+ , Dimming level: 50%,Dimming time: 30seconds.

NOTE: Any setting changed by remote control, the led light that sensor connect will on/off as
confirm.

SENSOR COVERAGE

(Height of installation 2.4m)

Detection range Detection angle

Height of installation2.4 ~3.6m

Function and Options:

It offers 3 levels of the light Control : 100%--dimming light (0, 10%,30%,50%)--off;

Periods of selectable waiting time: motion hold-time and 24hours, selectable daylight threshold,
and freedom of detection area.

If natural light lower Light-control setting (10Lux,30Lux,50Lux), the light will not

automatically on (0, 10%,30%,50%). When person enter in the room, the light will on

100%,after person left the room, the room enter in stand by level after hold on time.
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With suffcient naturallight,
the light does not switch on
when presence detected.

SSHANECO

With insufficient natural light,
the sensor switches on the light
automatically when person
enters the (options) standby
level after the room.The lamp
never switch off with presence,

even the nature light is sufficient.

For more information
www.haneco.com.au
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People left,light still dims to

0/10%/30%/50% (options)
standby level after the hold
time.
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Light switches off automatically
after the dimming time elapsed.
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