SEN-PIR110SMADJ-IP-G (grey)
SEN-PIR110SMADJ-IP-B (black)

PIR Motion Sensor
110° IP66 SURFACE MOUNT
ADJUSTABLE

FEATURES

= 110° field of view, covering up to 18 metres from unit

PIR sensor technology for precise outdoor motion detection

Flat, multi segmented lens divides field of view into

48 zones

Wall or ceiling mountable

Robust UV protected lens and enclosure for true IP66 rating

Suitable for residential and commercial applications

Adjustable LUX, Time, Sensitivity settings
Control up to Max. 500W LED

- 5yearwarranty
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Optional automatic with manual override ON or OFF
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ON, OFF or Automatic operation using 3 position switch
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SPECIFICATIONS

220-240V a.c. 50Hz
-10 to 40°C

<93% RH

P66

Terminals

Max. 1000W (incandescent) /
Max. 500W (LED)

10°

2-18m (<24°C)

1.8 -2.5m

10 sec (£3s) to 30 min (x2min)
<10-2000 LUX (adjustable)

<0.5W

AS/NZS 60669.1
AS/NZS 60669.2.1
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DETECTION AREA

110 '

Max: 18m

1.8-2.5m

18m

Specifications subject to change without prior notice. Last updated 08/08/26.



