SENTURA
Sensor

PIR MOTION SENSOR
180° SURFACE MOUNT
ADJUSTABLE IP44

Suitable for indoor and outdoor sheltered surface applications

P44 Weather resistant housing

Injection-moulded ABS body for high impact resistance

Supports loop-in/loop-out wiring for parallel sensors or

fittings

No minimum load requirement

Adjustable LUX, Time, Sensitivity settings
Control up to Max. 300W LED

5 year warranty

= KASTA

Power Supply

Operating Ambient Temperature

Operating Humidity
IP Rating
Connection Type

Rated Load

Detection Angle
Detection Range
Installation Height
Time Delay

Ambient Light Control

Standby Power

Standards Complied

220-240V a.c. 50Hz
-10 to 40°C

<93% RH

IP44

Terminals

Max. 1200W (incandescent) /
Max. 300W (LED)

180°

Up to 12m (<24°C)
1.8-2.5m

10 sec (£3s) to 7 min (x2min)
<10-2000 LUX (adjustable)

<0.5W

AS/NZS 60669.1
AS/NZS 60669.2.1

9 -20° to 20° adjustable
LOAD~OUT A 7mrn
N
A.C~IN —
L
Optional automatic with manual override ON or OFF 67mm
Switch Mech Switch Mech
LOAD AUTO '
LOAD~OUT A QO
OFF ON 6 AUTO
N 6)((\((\
A.C~IN .
] 9b

ON, OFF or Automatic operation using 3 position switch
3 Position Switch Mech

AUTO
A LOAD

—
OFF ON
N

LOAD~OUT

A.C~IN

1.8-2.5m

Specifications subject to change without prior notice. Last updated 08/08/26.



