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Contemporary and versatile.

DAWN is a range of contemporary bulkheads available in various shapes, wattages as well as sensor and emergency 
options. Its IP66 and IK10 rating, as well as a huge variety of accessories, make it ideal for outdoor applications such as 
apartment buildings, schools and public areas. 

DAWN
Outdoor Bulkheads

Features
• Tritone colour selectable
• Large range of accessories
• IP66 and IK10 ratings
• Large, installer friendly terminal block
• Microwave PIR and daylight sensor option

Benefits
• Reduced SKUs and inventory levels
• Extended application possibilities
• Extremely robust and vandal resistant
• Easy installation
• Added security and safety



haneco.com.au

POWER SHAPE LUMENS EFFICACY CCT DIMENSIONS WEIGHT SAP CODE PRODUCT CODE

16W Oval

1320 lm 83 lm/W 3000K

280 x 185 x 100mm 0.95kg
1.00kg

2001706
2001909

DN16WOVL-TRI
DN16WOVL-TRI-MS1500 lm 94 lm/W 4000K

1400 lm 88 lm/W 5000K

20W Round

2050 lm 103 lm/W 3000K

Ø275 x 80mm

1.30kg
1.30kg
1.80kg
1.80kg

2001699
2001910
2001911
2001912

DN20WRND-TRI
DN20WRND-TRI-MS
DN20WRND-TRI-EM

DN20WRND-TRI-MS-EM

2050 lm 103 lm/W 4000K

1890 lm 95 lm/W 5000K

30W Round

2760 lm 92 lm/W 3000K

Ø350x 110mm

2.30kg
2.30kg
2.80kg
2.80kg

2001700
2001913
2001914
2001915

DN30WRND-TRI
DN30WRND-TRI-MS
DN30WRND-TRI-EM

DN30WRND-TRI-MS-EM

3000 lm 100 lm/W 4000K

2770 lm 92 lm/W 5000K

EM = Emergency     MS = Intellisensor

Product Overview

Body Material: Aluminium
Diffuser 
Material: Polycarbonate (Opal)

Body colour: Black
IP Rating: IP66
IK Rating: IK10
Beam Angle: 120º
CRI:  >80
SDCM: <5

Driver: Integral
Power 
Connection: Terminal Block

Input: 220-240V, 50/60Hz
Electrical
Classification:  Class 1

Power Factor: >0.9
Protection: Overload / Short Circuit
Lifespan: >50,000hrs @Ta25ºC (L70)
Operating 
Ambient 
Temperature: 

-20 to 45ºC

Dimming: Non-Dimmable

SPECIFICATIONS APPLICATIONS

Exterior Walls
Under Eaves
Stairs
Industrial

ACCESSORIES

Round Eyelid
DNRND-EL270 
(SAP 2001701)
(Suits 20W model)

Oval Grille
DNOVL-GR280 
(SAP 2001709)
(Suits 16W model)

FIND OUT MORE:

DAWN
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