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Edge-lit and low profile.

GALAXY LED panels strike a low profile design, as well as excellent light distribution and superior efficacy. Dedicated 
cyanosis approved versions offer an ideal lighting solution for hospitals, medical centres and other clinical observation 
areas.

GALAXY
Panels

Features
• Edge-lit technology
• Various mounting accessories available
• High performance > 120lm/W
• COI (Cyanosis) versions available

Benefits
• Super slim housing
• Enhanced application possibilities
• Efficient and energy saving
• Suitable for hospitals



Panels

haneco.com.au

Product Overview

POWER LUMENS EFFICACY CCT DIMENSIONS WEIGHT SAP CODE PRODUCT CODE

17W 1430 lm 85 lm/W 5000K 295 x 295 x 7.6mm 0.90 kg 2000233 GALAXY0303-5K

25W
3060 lm 122 lm/W 4000K 1195 x 295 x 7.6mm 3.50 kg 2001854 GALAXY25W0312-4K

3150 lm 126 lm/W 5000K 1195 x 295 x 7.6mm 3.50 kg 2001855 GALAXY25W0312-5K

POWER LUMENS EFFICACY CCT DIMENSIONS WEIGHT SAP CODE PRODUCT CODE

30W 2800 lm 93 lm/W 4000K 1195 x 295 x 7.6mm 3.50 kg 2001190 GALAXY0312-4K-COI

Power Switchable

COI Cyanosis Medical Panel

Body Material: Aluminium
Diffuser 
Material: Polycarbonate (Opal)

Body colour: White
IP Rating: IP40

Beam Angle: 120º (Standard)
90º (COI)

CRI:  >80 (Standard)
>90 (COI)

UGR:  <19 (COI)
SDCM: <5

Driver: Remote

Power Lead: 1m Flex & Plug (Standard)
1.2m Flex & Plug (COI)

Link Lead: 106/400mm DC Connector 
Input: 220-240V, 50/60Hz
Electrical
Classification:  Class 2

Power Factor: >0.9
Protection: Overload / Short Circuit
Lifespan: >50,000hrs @Ta25ºC (L70)
Operating 
Ambient 
Temperature: 

-20 to 50ºC (Standard)
-10 to 40ºC (COI)

Dimming: Non-Dimmable

SPECIFICATIONS APPLICATIONS

Offices
Schools
Commercial
Medical

ACCESSORIES

See page 65

DIMENSIONS

GALAXY0303 GALAXY25W0312

FIND OUT MORE:
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