
Indoor 
LED Batten 
Range

Classic Design Tritone VISTA 
Tritone selection of colour temperatures across the 
whole VISTA range means you can switch between 
warm, neutral and cool white.  Ecoswitch models, 
which you can switch between full and half power, 
double your options to give you 6 settings on the one 
unit.  Even more options are available with smart 
add-ons.  Intellisensor is a programmable occupancy 
sensor and Emergency is a battery that provides 3 
hours of usable light during blackouts.   

Independent Approval 
VISTA is approved for use in food preparation areas 
by HACCP.  Several models of VISTA are included in the 
government energy savings schemes VEET, REES and 
IPART.

Superior Technology 
All our LED battens deliver much better energy 
efficiency than fluorescents and have at least five 
times the lifespan.  Not only that, they contain no 
mercury and don’t shatter.  

Tritone warm to cool VISTA & 
VISTALITE indoor LED batten 
range

haneco.com.au

With 2 distinct styles in a full range 
of sizes backed up by an array of 
smart features, you are sure to find 
a Haneco indoor batten that suits.

info@haneco.com.au | Ph: 1800 001 533
                                        (1800 001 LED)



No Maintenance LED Battens

•  Outperforms fluorescents and ideal for retrofits
•  Approved for use in food preparation areas by HACCP
•  5 year warranty
•  Ecoswitch allows you to switch to half power 
•  Intellisensor is a programmable sensor that dims the light when no-one is around
•  Emergency Ni-Cd batteries keep the light on at a reduced level for safety during blackouts

VISTA
Conventional and economical

SIZE FEATURES CCT WATT    LUMEN CODE

615mm Tritone 4000K 
4700K 
5700K

20W 2000lm 
2200lm 
2100lm

VISTA20W06-TRI

615mm Tritone 
Emergency

4000K 
4700K 
5700K

20W 2000lm 
2200lm 
2100lm

VISTA20W06-TRI-EM

1221mm Ecoswitch
Tritone

4000K 
4700K 
5700K

20W-40W 2398lm-4540lm 
2506lm-4880lm 
2425lm-4470lm

VISTA20/40W12-TRI VEET; REES; 
IPART

1221mm Ecoswitch 
Tritone 

Emergency

4000K 
4700K 
5700K

20W-40W 2398lm-4540lm 
2506lm-4880lm 
2425lm-4470lm

VISTA20/40W12-TRI-EM VEET; REES; 
IPART

1221mm Tritone 
Intellisensor

4000K 
4700K 
5700K

40W 4730lm 
4700lm 
4290lm

VISTA40W12-TRI-SS VEET; REES; 
IPART

1221mm Tritone 
Intellisensor 
Emergency

4000K 
4700K 
5700K

40W 4120lm 
4570lm 
4300lm

VISTA40W-TRI-SS-EM

1523mm 5700K 60W 5670lm VISTA60W15-6K

1523mm Emergency 5700K 60W 5670lm VISTA60W15-6K-EM

Colour
Switchable

Tritone

SIZE FEATURES CCT WATT    LUMEN CODE

615mm Tritone 4000K 
4700K 
5700K

20W 2150lm 
2260lm 
2130lm

VSL20W06-TRI Rebate Pending 
Approval 

ETA Mid October

615mm Tritone 
Emergency

4000K 
4700K 
5700K

20W 2080lm 
2230lm 
2120lm

VSL20W06-TRI-EM Rebate Pending 
Approval 

ETA Mid October

1215mm Tritone 4000K 
4700K 
5700K

20W-40W 2100lm-4220lm 
2330lm-4540lm 
2390lm-4610lm

VSL20W40W12-TRI Rebate Pending 
Approval 

ETA Mid October

1215mm Tritone 
Emergency

4000K 
4700K 
5700K

20W-40W 2100lm-4140lm 
2330lm-4540lm 
2390lm-4610lm

VSL20W40W12-TRI-EM Rebate Pending 
Approval 

ETA Mid October

•  Energy efficient
•  Easy access terminal block (standard models)
•  Tritone colour temperature selection
•  Back up lithium-ion Emergency battery on some models
•  Dual intensity on larger models

VISTALITE is a range of indoor LED battens with Tritone colour temperature selection.

VISTALITE
Tritone indoor LED 


